HISTORY KEPT

ILLINOIS HIGHWAY INFORMATION SYSTEM

YEs [X] No[] STRUCTURE INFORMATION AND PROCEDURE MANUAL

NBIS REQUIRED |ITEMNAME POSTED COMBINATION VEHICLE gf(';”ENO' ;’g‘?f

vEs [1NO[X TYPE 3S-1 WEIGHT LIMIT EFF. DATE | 07/01/02
ISIS MMIS

RESPONSIBLE

FOR UPDATE District Local Roads District Maintenance/Operations
STRUCTURES Local State

UPDATE

SCREENS (12) Inspection / Appraisals (2) Inspection

INQUIRY (3) Inventory Data 3 (1) Inventory Data 3 of 3
SCREENS (4) Inspection / Appraisals (2) Inspection

DESCRIPTION AND PURPOSE OF ITEM

This item indicates the actual in-place posted gross weight limit, in tons, for tractor-semitrailer
and/or truck-and-trailer combination vehicles with three or four axles. Posted limits must be in
accordance with the IDOT Manual on Uniform Traffic Control Devices (MUTCD).

History is retained for this item per each Inspection Date - Item 90.

CODE AND SCREEN ENTRY INSTRUCTIONS

A two-digit field, right justified.

Enter the gross tons, filling leading spaces with zeros.

Leave blank for structures when:

EXAMPLES:

no posting is in place, or
signs are illegible, or
signs are not visible from each approach, or
signs are not in conformance with the Manual for Uniform Traffic Control Devices, or
Item 70A2 is coded "BC" for Local structures or "01" for State structures.
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